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This appliance can be used by children aged from 8 years and above and persons with reduced 
physical, sensory or mental capabilities or lack of experience and knowledge if they have been 
supervised/instructed and understand the hazards involved. Children shall not play with the 
appliance. Cleaning and user maintenance shall not be done by children unless they are older than 8 
and supervised. Keep the appliance and cable out of reach of children under 8 years.

If the cable is damaged, it must be replaced by the manufacturer, its service agent, or someone 
similarly qualified, to avoid hazard.

 ¬ The surfaces of the appliance will get hot. The heating element surface is subject to residual heat 
after use.

 b Do not immerse in any liquid.

•	 Leave a space of at least 50 mm around the appliance.
•	 Don’t cover the appliance or put anything on top of it.
•	 Unplug the appliance when not in use, before moving, and before cleaning.
•	 Don’t use accessories or attachments other than those we supply.
•	 Don’t use the appliance for any purpose other than those described in these instructions.
•	 Don’t operate the appliance if it’s damaged or malfunctions.

Please Read and Save this Use and Care Book.

IMPORTANT SAFEGUARDS.
When using electrical appliances, basic safety precautions

should always be followed, including the following:

HOUSEHOLD USE ONLY.
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NOTE: Unpack all contents from the packaging. Check all packaging material carefully 
for parts. Please remove any clear or blue protective film on the components.

Product may vary slightly from what is illustrated.

Parts and Accessories
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1.	 STIRRING PADDLE

2.	 COOKING POT: Features cast aluminum with ceramic nonstick coating on 
interior of pot and silicone handles. Removable for easy take-to-table serving, 
and dishwasher safe. Use oven mitts when handling the pot. 
NOTE: If needed, rotate the paddle slightly to fully seat the cooking pot on the 
powered base.

3.	 POWERED BASE

4.	 GLASS LID: Orient the glass lid so the steam vent hole is in the back.

5.	 LID HANDLE: Always use a pot holder when handling as lid may be hot.

6.	 CONTROL PANEL: Use the Control Panel to use the cooking presets and set the 
cooking time and temperature (see “Using the Digital Control Panel” section).

7.	 LADLE

8.	 STEAMER BASKET

9.	 SKILLET*

10.	 WIRE RACK*

*Not included with appliance. Available as an optional accessory.
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Stirring
Saute onions, garlic, peppers, and other ingredients with the auto stir and shred 
paddle. Use oil or butter for best results. Use the SAUTE preset with the default  
STIR LOW setting or adjust it to STIR HIGH if you want to constantly move ingredients. 
Use a silicone spatula to push the ingredients back to the center as needed.

Shredding
StirMax shreds chicken, pork, and other proteins and can also break up whole 
ingredients like canned tomatoes. Shredding happens slowly over a long cooking 
cycle. In order to shred or break apart food, the food must be tender.
To shred meat, use the SLOW COOK preset and use the STIR HIGH setting for at least 
an hour at the end of the cooking cycle. Set the Stir Setting to STIR DELAY if you want 
to automatically start the stirring halfway through the cooking cycle. The motor may 
temporarily stall by food getting jammed in the pot. This is a normal part of the process 
and the auto-reversing motor will clear up the jam. The motor will pause less as the 
food gets more tender. Some tougher meats like pork may require more cooking time 
(7 hours or more) to be tender enough to shred. Depending on the type of meat and 
your recipe, it may be necessary to finish shredding any remaining pieces at the end of 
your cooking cycle.

Mixing
No more mixing by hand! Add your ingredients based on your recipe steps and let the 
auto stir and shred paddle mix them together. The presets STIRMAX, STEW/SOUP, and 
RISOTTO have the stirring set to STIR LOW as default and you can adjust the stirring as 
needed throughout the cooking process.

Stir Settings
Each cooking preset has a default stir setting. Change the setting anytime by pressing 
the stir setting button. 
STIR LOW:  Intermittent stirring
STIR HIGH:  Constant stirring
STIR DELAY:  Stirring starts halfway through the cooking timer
STIR OFF:  Stirring is not active
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Using The Digital Control Panel

1.	 Stir Settings:  4 stir settings are available: STIR HIGH, STIR LOW, STIR DELAY, and STIR OFF. 
Each cooking mode has a default stir setting. 
To change the Stir Setting, push the stir setting button (2) until the desired stir mode light is illuminated. 
NOTE: Stir delay will start stirring at the halfway point of the cooking time. This allows enough time for meat to 
become tender.

2.	 Stir Setting Button

3.	 Digital LED Time and Temperature Display:  The display will show the default time and temperature 
settings when a cooking mode is selected.

4.	 Cooking Preset Button

5.	 Cooking Presets:  9 cooking presets are available: STIRMAX, BRAISEMAX, SLOW COOK, STEW/SOUP, 
KEEP WARM, STEAM/BOIL, RISOTTO, SAUTÉ, and RICE. 
To select a cooking mode, push the cooking preset button (4) until the desired function light is blinking. 
Once a preset is blinking, the preset time and temperature will be displayed. Press the the START/STOP button 
to begin the cooking cycle. 
NOTE: Each function has a default stir setting that can be adjusted manually by pressing the stir setting button 
until the desired setting is selected.

6.	 Time and Temperature Adjustment Buttons:  To adjust the cooking time or temperature, press the 
corresponding Up or Down buttons to select the desired value. The time or temperature may be changed at any 
time during the cooking process. 
NOTE: For SLOW COOK mode, the temperature arrows select between HI and LO mode. 
TIP: Hold the arrow buttons down to adjust the setting more quickly.

7.	 START/STOP Button: Press START/STOP Button to begin the cooking process. Press the START/STOP button to 
stop any cooking process immediately. Hold the button for 3 seconds to turn off the display.

NOTES: 
• Preheating - �When a cooking mode that requires preheating is selected, the display will flash “PrE” and the 

outside border of the display will progressively light up until the unit is ready to start the cooking. 
Once the unit is preheated, it will beep twice and begin the cooking cycle.

• Showing POT - �The display will show “POT” and beep every five seconds if the pot is removed during an active 
cooking cycle or if cycle tries to start without the cooking pot in place. To stop showing “POT”, press 
the STOP button.

• Showing HOT - �After the cooking pot is removed when the cooking cycle is complete, the display will show “HOT” 
until the heating plate cools down to a safe temperature.

21 3

6 7 6
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Cooking Mode Presets Explained

Cooking 
Mode 
Preset

Glass 
Lid 

Fitted

Stirring 
Paddle 
Fitted

Function

STIRMAX Yes Yes

Begins with a high-temperature saute to quickly stir and 
brown ingredients while using the stirring paddle, then 
automatically transitions to simmer to thoroughly cook 
additional ingredients and meld flavors.

BRAISEMAX Yes No
Starts cooking at a high temperature to sear meat, then 
automatically lowers to a gentle simmer, tenderizing over 
time. 

SLOW COOK Yes Optional
(Low or High) – Cooks ingredients at a low, steady 
temperature over an extended period, perfect for creating 
rich, hearty dishes.

STEW/SOUP Yes Yes Cooks your favorite soups, stews, and combinations of meats 
and vegetables.

KEEP WARM Yes No Keep cooked food warm until you are ready to eat.

STEAM/BOIL Yes Optional
Steam to infuse moisture, seal in flavor and maintain perfect 
texture of your food. Add up to 4L of water to boil pasta or 
other ingredients.

RISOTTO Yes Yes
Boils and then gently simmers risotto while continuously 
stirring, allowing for gradual absorption of liquid and 
resulting in a creamy, al dente finish.

SAUTÉ No Yes Stir and saute vegetables to build flavor. Can also be used for 
searing meat by turning stir setting to STIR OFF.

RICE Yes No Prepare delicious, fluffy rice. Can also be used for grains, 
lentils, oats.

NOTE: See “Cooking Guidelines and Tips” section for more information.
CAUTION: Do not remove or insert the stirring paddle when the unit is hot.
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Instructions for Use

Before First Use
1.	 Read all material, warning stickers, and labels.
2.	 Remove all packing material, any stickers, and the plastic band around the power 

plug.
3.	 Please go to www.powerxl.co.uk to register your warranty.
4.	 Wash the cooking pot and glass lid with warm, soapy water. 

NOTE: The cooking pot, lid, stirring paddle, and any accessories are dishwasher 
safe. Never wash or submerge the appliance base in water or the dishwasher.

5.	 Wipe the inside and outside of the appliance base with a clean, damp cloth.
6.	 Place the appliance on a stable, level, horizontal, and heat-resistant surface.
7.	 Before cooking food, preheat the appliance for a few minutes to allow the 

appliance to burn off the manufacturer’s protective coating of oil. Wipe the 
appliance with warm, soapy water and a dishcloth after the burn-in cycle.

A Versatile Appliance
The StirMaxTM Multi-Cooker is designed to cook a wide variety of your favorite foods. 
The charts and tables provided within this manual and the Recipe Guide will help 
you get great results. Please refer to this information for proper time/temperature/stir 
settings and proper food quantities.

Recommendations and Tips
Proper Cooking Utensils: To prevent scratching the coating, we recommend using 
nonmetal utensils with your cookware. Do not cut food on the cookware using sharp 
utensils, such as forks, knives, mashers, or whisks, that can scratch the cooking surface.

Getting Started
NOTE: The cooking pot must be placed on the appliance base to start a cooking cycle.
1.	 Select and prepare recipe for cooking.
2.	 Fit the stirring paddle to the cooking pot.
3.	 �Place the cooking pot on the base as shown. 

NOTE: If needed, rotate the paddle slightly to fully seat the pot on the base.
4.	 Place all ingredients in the cooking pot.
5.	 Fit the lid if necessary.
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Step By Step
1.	 �Plug the power cord into the wall outlet. Once the appliance is plugged in, it 

will beep once. The display will light up.
2.	 �Select the desired cooking preset. The preset time will be displayed. Press 

the START/STOP Button once to start the cooking process.
3.	 �Depending upon the cooking mode, the time countdown will not begin until 

the predetermined cooking temperature is reached.
NOTE: Stirring is set to STIR OFF until preheat is complete. If desired, you can turn on 
stirring during preheat by pressing the stirring button.
4.	 �When the cooking time has elapsed, the appliance will switch to KEEP WARM 

for most cooking modes. The appliance will count up to show how long it has 
been on KEEP WARM.

STIRMAX
STIRMAX is a smart cooking function with two stages of cooking. The first stage is a 
high temperature stage with stirring set to STIR LOW. When the first stage of cooking 
is complete, the appliance will automatically transition to the second stage of gentle 
simmer with stirring set to STIR LOW.

1.	 Plug in the appliance. The default display (----) will start flashing.
2.	 �Fit the stirring paddle onto the stirring motor shaft. Cover the pot with the lid 

to speed up the preheating time.
3.	 �Press the cooking preset button until the LED adjacent to STIRMAX function is 

flashing.
4.	 �The display will show the default time 10:00. You can adjust the cooking time by 

pressing or holding down the TIME arrows.
NOTE: Adjusting the time on the display will adjust the time for this first cooking stage.

5.	 �Press the START/STOP button to start the preheating cycle. The display will 
gradually illuminate the border of the display to indicate preheating progress. 
Once preheating is complete, the appliance will beep twice and begin the 
cooking timer.

6.	 Add the ingredients you would like to saute.
7.	 �When the first stage of cooking is complete, the appliance will automatically 

transition to the second stage of gentle simmer with stirring set to STIR LOW. 
The default time for this stage is 40 minutes, but can be adjusted once the 
stage begins by pressing the TIME arrows.

8.	 Add the ingredients that you want to gently simmer.
9.	 �When the cooking cycle is complete, the appliance will beep three times and 

automatically switch to KEEP WARM. The display will start counting up from 
zero to 4 hours (00:00 to 04:00).
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BRAISEMAX
BRAISEMAX is a smart cooking function with two stages of cooking. The first stage is a 
high temperature stage without stirring. When the first stage of cooking is complete, 
the appliance will automatically transition to the second stage of gentle simmer.

1.	 Plug in the appliance. The default display (----) will start flashing.

2.	 �Remove the stirring paddle if it is fitted to the stirring motor shaft. Cover the 
pot with the lid to speed up the preheating time.

3.	 �Press the cooking preset button until the LED adjacent to BRAISEMAX 
function is illuminated.

4.	 �The display will show the default time 15:00. You can adjust the cooking time by 
pressing or holding down the TIME arrows.

NOTE: Adjusting the time on the display will adjust the time for this first cooking stage.

5.	 �Press the START/STOP button to start the preheating cycle. The display will 
gradually illuminate the border of the display to indicate preheating progress. 
Once preheating is complete, the appliance will beep twice and begin the 
cooking timer.

6.	 Add the meat or ingredients you would like to sear.

7.	 �When the first stage of cooking is complete, the appliance will automatically 
transition to the second stage of gentle simmer. The default time for this 
stage is 60 minutes. This time can be adjusted once the stage begins by 
pressing the TIME arrows.

8.	 Add the cooking liquid and any ingredients into the pot.

9.	 �When the cooking cycle is complete, the appliance will beep three times and 
automatically switch to KEEP WARM. The display will start counting up from 
zero to 4 hours (00:00 to 04:00).

SLOW COOK
1.	 �Fit the stirring paddle onto the stirring motor shaft unless you do not plan to 

use the stir function.

2.	 Add ingredients to the cooking pot and cover with the glass lid.

3.	 Plug in the appliance. The default display (----) will start flashing.

4.	 �Press the cooking preset button until the LED adjacent to SLOW COOK 
function is illuminated.

5.	 �The display will show LO. To adjust between HI and LO, use the TEMP arrow 
buttons.

6.	 �For LO slow cooking the default time is 8 hours (08:00) and for HI slow 
cooking the default is 4 hours (04:00). To adjust the cooking time, press or 
hold the TIME arrows. The maximum time is 24 hours (24:00).

7.	 �The default stir setting is STIR OFF. To automatically start stirring halfway 
through your cooking time, adjust the stir setting to STIR DELAY.
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8.	 �When the START/STOP button is pressed, the appliance will heat up to the 
desired temperature and regulate at that temperature for the duration of the 
cook time. Keep the lid on.

9.	 �When the cooking cycle is complete, the appliance will beep three times and 
automatically switch to KEEP WARM. The display will start counting up from zero 
to 4 hours (00:00 to 04:00). 

Slow Cooking Tips:
•	The cooking pot should always be filled from ½ to ¾ full, to avoid over and under 

cooking.
•	Always slow cook with the lid on.
	 -�Open the lid as little as possible to assure even cooking. Every time the lid is 

removed, the cooking time increases by 15–20 minutes.
•	Most recipes can be cooked on either High or Low. Many recipes will give the 

time for both. 
	 -�Low: Normally used for longer cook times and less tender cuts of meat, 8 to 10 

hours.
	 -�High: Used to shorten cook time. One hour on High is equal to about 2 hours on 

Low.

STEW/SOUP
1.	 �Fit the stirring paddle onto the stirring motor shaft unless you do not plan to 

use the stir function.
2.	 Add ingredients to the cooking pot and cover with the glass lid.
3.	 �Plug in the appliance. The default display (----) will start flashing.
4.	 �Press the cooking preset button until the LED adjacent to STEW/SOUP 

function is illuminated.
5.	 �The default cooking time is 30 minutes. To adjust the cooking time, press or 

hold the TIME arrows. The maximum time is 24 hours (24:00).
6.	 �The default stir setting is STIR LOW. This means the stirring function will be 

active in 30 second increments. To adjust the stir setting, press the stir setting 
button.

7.	 �When the START/STOP button is pressed, the appliance will heat up to the 
desired temperature and regulate at that temperature for the duration of the 
cook time. Keep the lid on.

8.	 �When the cooking cycle is complete, the appliance will beep three times and 
automatically switch to KEEP WARM. The display will start counting up from 
zero to 4 hours (00:00 to 04:00).
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KEEP WARM
NOTE: Do not use the KEEP WARM setting to cook food. Only use it to keep food 
warm that is already cooked.
1.	 �Start with already cooked and hot ingredients in the cooking pot, covered 

with the glass lid.
2.	 �Plug in the appliance. The default display (----) will start flashing.
3.	 �Press the Cooking Preset button until the LED adjacent to KEEP WARM is 

illuminated.
4.	 �The display will show 00:00. KEEP WARM counts upwards from 00:00 to show 

how long the food has been kept warm. The maximum time of the KEEP WARM 
cycle is 4 hours (04:00).

5.	 �Press the START/STOP button. The unit will beep once as the timer starts and the 
power is triggered.

6.	 �Press the START/STOP button to turn off the KEEP WARM function. The KEEP 
WARM function will automatically turn off after 4 hours (04:00).

STEAM/BOIL
NOTE: Use at least 350 ml of water or more when steaming. A maximum of 4 L of 
water can be added to the pot for boiling pasta or other food.
1.	 Add water to the cooking pot and cover with the glass lid.
NOTE: Use hot water to speed up how quickly it will start boiling.
2.	 Plug in the appliance. The default display (----) will start flashing.
3.	 �Press the cooking preset button until the LED adjacent to STEAM/BOIL 

function is illuminated.
4.	 �The display will show a default cooking time of 15 minutes (15:00). To adjust 

the cooking time, press or hold the TIME arrows.
5.	 �When the START/STOP button is pressed, the appliance will heat up and the 

cooking timer will start once the water is boiling.
6.	 Add your ingredients.
7.	 When the cooking cycle is complete, the appliance will beep three times.
NOTE: The steam basket accessory may be sold separately. If you have the steam 
basket accessory, remove the stirring paddle and place the basket in the pot after 
adding the water for steaming.
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RISOTTO
1.	 Fit the stirring paddle onto the stirring motor shaft.
2.	 �Plug in the appliance. The default display (----) will start flashing.
3.	 �Press the cooking preset button until the LED adjacent to RISOTTO function is 

illuminated.
4.	 �The display will show the default cooking time of 45 minutes. To adjust the 

cooking time, press or hold the TIME arrows.
5.	 �The default stir setting is STIR HIGH. This means the stirring will be active at 

all times until the cooking is complete. To adjust the stirring setting, press the 
stir setting button.

6.	 �When the START/STOP button is pressed, the appliance will preheat. Once 
preheated, the unit will beep twice and start the cooking cycle. Add your 
ingredients at this time and cover with the glass lid. The program will boil the 
risotto for 15 minutes and then switch to a gentle simmer for the remainder of 
the cooking cycle.

7.	 �When the cooking cycle is complete, the appliance will beep three times and 
automatically switch to KEEP WARM. The display will start counting up from 
zero to 4 hours (00:00 to 04:00).

SAUTÉ
1.	 �Fit the stirring paddle onto the stirring motor shaft unless you do not plan to 

use the stir function.
2.	 �Plug in the appliance. The default display (----) will start flashing. Cover the pot 

with the lid to speed up the preheating time.
3.	 �Press the cooking preset button until the LED adjacent to SAUTÉ function is 

illuminated.
4.	 �The default cooking time is 10 minutes. To adjust the cooking time, press or 

hold the TIME arrows.
5.	 �The default stir setting is STIR LOW. This means the stirring will be active in 30 

second increments. To adjust the stir setting, press the stir setting button.
6.	 �Press the START/STOP button to start the preheating cycle. The display will 

gradually illuminate the border of the display to indicate preheating progress. 
Once preheat is complete, the appliance will beep twice and begin the 
cooking timer.

7.	 Add ingredients to the cooking pot.
8.	 When the cooking cycle is complete, the appliance will beep three times.
NOTE: The SAUTÉ function can also be used for searing meat by turning the stir 
setting to STIR OFF and removing the stirring paddle before the start of the cooking 
cycle.
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RICE
1.	 �Rinse your rice in water and strain with a wire strainer before cooking. This will 

make it less likely that the water will boil or froth over the top.
2.	 �Add rice (or other grain) and water (or broth) to the cooking pot and cover 

with glass lid.
3.	 Plug in the appliance. The default display (----) will start flashing.
4.	 �Press the cooking preset button until the LED adjacent to RICE function is 

illuminated. The display will illuminate the border.
5.	 �Press START/STOP button. The unit will beep once. The display will cycle 

through dashes on the border of the display. This will continue to run through 
the entire cooking cycle.

NOTE: Keep the lid closed until the end of the cooking cycle to ensure that the heat 
stays in and the rice gets cooked. If the rice starts to boil over, remove the lid and 
stir a couple of minutes. Leaving the lid off for a short period of time will allow 
some of the liquids to boil off and for the mixture to slightly cool. Place the lid 
back on the rice cooker and repeat if needed.

6.	 �After the cooking cycle is complete the unit will beep three times and 
automatically switch to KEEP WARM. The display will start counting up from 
zero to 4 hours (00:00 to 04:00).

7.	 �When the timer reaches 4 hours of being on KEEP WARM, the unit will turn the 
power off and return to the default display of flashing dashes (----).

NOTE: If desired, add seasonings and oil or butter with rice before adding water.

Rice Cooking Chart
AMOUNT OF RICE AMOUNT OF 

WATER
APPROXIMATE  
COOKING TIME

YIELD  
(standard 8 oz. cups)

FOR WHITE LONG GRAIN, JASMINE, BASMATI, YELLOW, OR MEDIUM GRAIN RICE

2 cups rice 3 cups 27 to 30 minutes 6 cups

4 cups rice 6 cups 35 to 38 minutes 12 cups

6 cups rice 9 cups 43 to 47 minutes 18 cups

FOR BROWN RICE

2 cups rice 4 cups 48 to 51 minutes 6 ½ cups

4 cups rice 8 cups 65 to 68 minutess 13 ½ cups

6 cups rice 12 cups 77 to 80 minutes 21 cups

NOTE: For this chart, when measuring uncooked rice and water use a standard 1 
cup (8 fluid oz.) measuring cup. For other types of grains not listed in the cooking 
chart or when in doubt, follow package directions.
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Cooking Guidelines & Tips

Preset Mode Chart
The times and temperatures on this chart show the basic default settings for the 
appliance. As you become familiar with your multi-cooker, you will be able to make 
minor adjustments to suit your taste.

Preset Default 
Temperature

Default 
Time

Temperature  
Range

Time 
Range

STIRMAX
Stage 1 - 220°C
Stage 2 - 98°C

Stage 1 - 10 mins.
Stage 2 - 40 mins.

Stage 1 - 200-220°C
Stage 2 - 60-100°C

Stage 1 - 1 min. - 60 mins.
Stage 2 - 1 min. - 24 hrs.

BRAISEMAX
Stage 1 - 220°C
Stage 2 - 98°C

Stage 1 - 15 mins.
Stage 2 - 60 mins.

Stage 1 - 200-220°C
Stage 2 - 60-100°C

Stage 1 - 1 min. - 20 mins.
Stage 2 - 1 min. - 24 hrs.

SLOW COOK
LO - 86°C
HI - 95°C

LO - 8 hrs.
HI - 4 hrs. — LO - 1 min. - 24 hrs. 

HI -  1 min. - 24 hrs.

STEW/SOUP 98°C 30 mins. 90 -100 °C 1 min. - 24 hrs.

KEEP WARM 60°C 0:00 mins. 60 -100 °C Will count up from 0 - 4 hrs.

STEAM/BOIL 100°C 15 mins. 90 -100 °C 1 min. - 60 mins.

RISOTTO Automatic 45 mins. — 1 min. - 60 mins.

SAUTÉ 220°C 10 mins. 150 - 220 °C 1 min. - 60 mins.

RICE
Automatically cooks rice 
and other grains



16

Internal Temperature Meat Chart
Use this chart and a food thermometer to ensure that meat, poultry, seafood,  
and other cooked foods reach a safe minimum internal temperature.

Food Type Internal Temp.*

Beef & Veal

Ground 71° C

Steaks, roasts: medium 63° C
Steaks, roasts: rare 52° C

Chicken & Turkey

Breasts 74° C

Ground, stuffed 74° C

Whole bird, legs, thighs, wings 74° C

Fish & Shellfish Any type 63° C

Lamb

Ground 71° C

Steaks, roasts: medium 60° C

Steaks, roasts: rare 55° C

Pork
Chops, ground, ribs, roasts 71° C

Fully cooked ham 60° C

Serving in the Stir Cooker Pot
1.	 �After the desired cooking cycle is complete, make sure the unit is off and unplug the 

unit.
2.	 �Prepare the serving area by placing a hot pad down the size of the pot.
3.	 �Using the handles and oven mitts, move the cooking pot to the serving location.
4.	 Use heatproof plastic, nylon, or wood serving utensils.

Cooking without the Stirring Paddle
The appliance can be used without the stirring paddle in place if the stirring function is 
not needed. Turn the stirring setting to STIR OFF when the paddle is removed.
NOTE: Only remove the stirring paddle when the pot is empty and cool.
The skillet accessory is sold separately. When using the skillet, always turn the stir 
setting to STIR OFF.
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Slow Cooking Ingredient Tips
SEASONINGS
•	Fresh herbs should be added at the end of the cooking cycle. If cooked too long 

they lose their color and flavor.
•	Dried herbs work well in the slow cooker and can be added at the beginning. 

They can become stronger on longer cooking; begin with less and add at end, if 
needed.

MEATS
•	The higher the fat content, the less liquid is needed. Also, place thickly sliced 

onions under fattier meat to keep the meat above the drippings.
•	Browning before cooking on the slow cooker settings is not necessary. However, 

lightly coating meat with flour and browning it, gives more body and flavor to 
sauces. This works for ground meat as well.

•	Make sure the top of the meat does not touch the lid.
•	Cooking times will vary depending upon the size and cut of the meat. Meat with 

bone-in will take longer to cook. Lean meats and poultry will cook faster.
•	Meats slow cooked in liquids develop great flavor with a minimum of effort.
•	Use High for more tender cuts of meat; use Low for tougher cuts.
•	Always thoroughly thaw meats before slow cooking them.

VEGETABLES
•	Place vegetables such as carrots, potatoes, turnips, and beets at the very 

bottom of the cooking pot and always cover them with liquids. They usually take 
longer to cook than most meat.

•	Vegetables cook well; they develop better flavor and don’t break down as they 
would in an oven.
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Cleaning and Storage
Easy Maintenance
•	 Be sure to let the appliance cool down and unplug it from the wall outlet before 

cleaning.
•	 When cleaning the cooking pot, allow the pot to cool completely before washing. 

Never immerse hot cookware in water as this will cause damage.
•	 Cleaning your cooking pot is quick and easy. After each use, wash it in hot water 

with mild soap or dish detergent. Rinse thoroughly and wipe dry immediately with 
a soft dish towel. If any food particles remain, fill the cookware with hot water and 
liquid dish detergent, soak until the water becomes lukewarm, and use a sponge 
or soft cloth to remove any remaining food particles.

•	 The silicone cap on the stirring paddle can be removed for cleaning. Reassemble 
to the paddle once dry.

•	 Do not use steel wool or metal pads. They could leave coarse scratches.
•	 To keep the appliance clean, wipe away the enclosure with damp cloth and then 

dry it with a clean, dry cloth. NEVER immerse the powered base of the appliance in 
water for cleaning!

•	 Make sure that the device is properly cleaned before storing it in a dry place.

Dishwasher Safe
The cooking pot, glass lid, stirring paddle, and accessories are dishwasher safe. 
Although these components are dishwasher safe, we recommend cleaning by 
hand. Hand-washing preserves the life of the cookware and helps to maintain its 
appearance. If cleaning in the dishwasher, follow the suggested guidelines:
•	 Load the dishwasher carefully. The cooking pot will collect water when placed 

upside down so place at an angle to minimize residual water. Other dishes and 
flatware may mark the surface of your cookware.

•	 Be sure to remove soil from other dishes and flatware. It can be abrasive to 
nonstick coating.

•	 We recommend using a non-lemon detergent.
•	 Regular dishwasher cleaning will eventually scratch any surface.
•	 To protect yourself from electric shock, NEVER immerse the device, or the power cord 

in water or other liquids.
•	 DO NOT use any petroleum products, which will damage the outer appliance 

housing and the control panel.
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Removing Stubborn Residue
When food is burned on the cookware, a stubborn black residue may remain. If 
regular cleaning does not loosen it, soak in hot water and 1 tbsp. of non-lemon 
detergent for 15 minutes. Allow the water to become lukewarm before you drain and 
rinse. Wipe with a plastic spatula or nonabrasive sponge to loosen residue. Repeat if 
necessary.
Any other servicing should be performed by an authorized service representative.

Troubleshooting

PROBLEM POSSIBLE CAUSE SOLUTION

The appliance does not 
work

The appliance is not plugged in. Plug the power cable into a wall 
socket.

You have not turned the 
appliance on by setting the 
cooking time and temperature.

Select a preset and then press the 
START/STOP Button to begin the 
cooking process.

The appliance is plugged into a 
shared outlet.

The appliance must be the only item 
plugged into the outlet.

Food is not cooked
The cooking pot is overloaded. Use smaller batches for more even 

cooking.

The temperature is set too low. Raise temperature and continue 
cooking.

Food did not shred
Food is not tender enough.

Shred by hand this time and next 
time adjust recipe to increase 
cooking time. The temperature 
may also need to be increased 
depending on the food item.

Stirring needs more time. Allow at least one hour of stirring on 
STIR HIGH once food is tender.

Frequently Asked Questions
Can I use any type of pan to cook in my multi-cooker?
No. Only use the cooking pot that comes with the appliance.

Does the appliance get hot?
The appliance gets hot during use and stays hot for a while after use. Orient the glass lid so 
the steam vent hole is in the back. Do not place your hand above the steam vent hole. Avoid 
touching the appliance with your bare hands during and after use. Use oven mitts or potholders 
when handling food or parts of the appliance when hot.
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